
12
12000

Floor Level
0

Ceiling Level
2705

AB

3000

500 2000 500

CD

3000 3000

9000

A-02

2

A-023A-02 5

A-02

4

1 2
12000

33
50

Floor Level
0

Ceiling Level
2705

A B

3000

C D

3000 3000

9000

 1 : 100A-02

Project North2.
 1 : 100A-02

Project East3.

 1 : 100

Reference Plan1.

 1 : 100A-02

Project South4.
 1 : 100A-02

Project West5.

Drawings - Architectural
Sheet Content Rev

AnalP roolF10-A
AsnoitavelE20-A

��������������������������������������������������� ������������������
��������������������������������������������������� �����

��������������������
������������

��
�������� ����������

���������� ����������

�����

��������������

�����������

�����������������

������

�������

�����

��������

� 27
/0

2/
20

18
 1

2:
36

:0
2 

PM

�

�� ������

�

�

��������

������������

����

�����������

��������������
�������������������������

��������

����������
�����������������

Designed by: Brisbane/Adelaide/Melbourne/Sydney/Perth/National Engineering

General Notes & Disclaimers
• Wall/Ceiling/Roof frames built to Ausco

Backbone framing design standards.
• Building chassis designed to Ausco

Standard Chassis drawings.
• All work must be done in accordance with

the relevant Australian/New Zealand
Standard(s) and the National Construction
Code.

• Furniture, plumbing, & electrical
representations are indicative. Appearance
may vary depending on supplier.

• Loose items to be packed for transport.
Manufactured to Wind Speed:
B190/C235/D290/D290 IL4
Manufactured in: MSA/MQB/MQT/MWP
Intended Location: City, State
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  1 external plain metal door 2043 x 886
  4 windows 1075 x 1155 with flyscreens
  4 diffused LED batten lights, 38W
  5 double socket GPO’s, 10 amps
  3 single socket GPO’s, 10 amps (for AC’s)
  3 cut out’s for Air Conditioners, framed and 

clad over

Exterior:

  Superdeck roof cladding (Zincalume)
  CCS Mesa cladding to exterior walls (Merino)
  R4.0 glasswool batts (ceiling), R2.0 glasswool batts 

(walls)

Interior:

  Pre-finished polyester plywood linings to ceilings 
(Mirage Pearl)

  10mm plasterboard lining (Painted)
  Seamless vinyl floor coverings (Neutral Grey) to 

remainder of building
  D Mould cornice & skirtings throughout

STANDARD INCLUSIONS: STANDARD FINISHES:

COMMERCIAL /  
INDUSTRIAL OFFICE 
12.0 X 9.0

13 62 11
ausco.com.au

CI1290



OTHER DESIGN OPTIONS

12.0 X 9.0COMMERCIAL / INDUSTRIAL 
OFFICE 

13 62 11
ausco.com.au

1m

At Ausco, we understand that you may want to tailor your building to the 
unique needs of your business.  For information about structural, complexing 
and design options available (including finishes, fixtures, fittings and cladding 
options) for this building, please contact your local Ausco representative.
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Manufacturing - Walls
Tag Frame Cladding Lining Insulation m

Engineered steel
frame, 75mm,
"Lipped C" section

CCS Mesa (COL) with
Custom-Orb dado
(COL), nog line @
1020mm AFL

Pre-finished plywood,
3.6mm, H-mould (White
Smoke)

R2.0 glasswool batts 17.86 m

Manufacturing - Rooms
# Name Area Perim. Floor Covering Skirting Cornice

001 Commercial &
Industrial

Not
Enclosed

Not
Enclosed

Vinyl, 2.0mm seamless (Solar Beige) 'D' Mould 'D' Mould

Manufacturing - Floor
Tag Type Pan Material Insulation m²
FL01 Plywood, 15mm, F11 flooring grade, with

2mm flooring under wall frame
00.63--

Manufacturing - Ceiling
Tag Frame Lining Insulation m²
CL01 Engineered steel

frame, 75mm,
"Lipped C" section,
members @
400mm crs.

Pre-finished plywood, 3.6mm, H-mould (Mirage
Pearl)

R4.0 glasswool batts 36.00

Manufacturing - Roof
Tag Frame Cladding Lining Insulation m²

Engineered steel
frame purlins,
75mm, "Lipped C"
section

42.73--)tsimfruS( kedmirT

Trims - General
Description m

CCS pre-finished barge (Night Sky) 18.68

Trims - Wall
Description m

D-Mould Cornice, PVC (Black) 17.66 m
D-Mould Skirting, PVC (Black) 17.66 m

Drawings - Architectural
Sheet Content Rev

AnalP roolF10-A
AsnoitavelE20-A

Item Schedule
Tag Description Qty. Installed

Electrical Fixtures
EF02 GPO, 1 gang, 10A, single pole 1 By Ausco
EF03 GPO, 2 gang, 10A, single pole 5 By Ausco

Lighting Fixtures
LT01 Fluorescent batten, 2x36W, diffused 4 By Ausco

Mechanical Equipment
ME02 AC cut out, to suit 1.0HP, 25x25

aluminium angle external trim (to match
cladding), D-mould internal trim (White),
CCS hinge cover (to match cladding)

1 By Ausco

Structural Framing
ocsuA yB2reraeB 41BU05110MB

BR01 Ausco Type 'B' wall bracing 4 By Ausco
TB01 Transit Brace, to Ausco Standards 3 By Ausco
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Designed by: Brisbane/Adelaide/Melbourne/Sydney/Perth/National Engineering

General Notes & Disclaimers
• Wall/Ceiling/Roof frames built to Ausco

Backbone framing design standards.
• Building chassis designed to Ausco

Standard Chassis drawings.
• All work must be done in accordance with

the relevant Australian/New Zealand
Standard(s) and the National Construction
Code.

• Furniture, plumbing, & electrical
representations are indicative. Appearance
may vary depending on supplier.

• Loose items to be packed for transport.

Client Approval

Client:

Approved by:

Company:

Date (dd-mm-yyyy):

Signature:

Manufactured to Wind Speed:
B190/C235/D290/D290 IL4
Manufactured in: MSA/MQB/MQT/MWP
Intended Location: City, State

TEMPLATE

Concentrated Floor Load:

Distributed Floor Load:

Lifting Capacity:

Engineering Data

2.7kN

3kPa

5t

Manufacturing - Doors

Tag Qty. Style/Type
Size Frame

Type
Frame
Finish Leaf AccessoriesLeaf 1 Leaf 2 H

Manufacturing - Windows

Tag Qty. Style/Type
Size Frame

Type
Frame
Finish Glazing AccessoriesH W Head

W1 2 Half Slider Window 1075 1155 2100 Aluminium Black Clear Aluminium Mesh Flyscreen (Black)
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