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Designed by: Brisbane/Adelaide/Melbourne/Sydney/Perth/National Engineering

General Notes & Disclaimers
• Wall/Ceiling/Roof frames built to Ausco

Backbone framing design standards.
• Building chassis designed to Ausco

Standard Chassis drawings.
• All work must be done in accordance with

the relevant Australian/New Zealand
Standard(s) and the National Construction
Code.

• Furniture, plumbing, & electrical
representations are indicative. Appearance
may vary depending on supplier.

• Loose items to be packed for transport.

Client Approval

Client:

Approved by:

Company:

Date (dd-mm-yyyy):

Signature:

Manufactured to Wind Speed: B190
Manufactured in: MSA/MQB/MQT/MWP
Intended Location: City, State
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{3D}1.

  1 external plain metal door 2043 x 886
  6 windows 350 x 755 with flyscreens and 

obscured glazing
  2 diffused LED batten lights, 38W
  2 double socket GPO’s, 10 Amps
  1 load centre & power entry box
  5 full height (1550 x 900) sanitary partitions 
  5 vitreous china toilet suites
  5 chrome toilet roll holders 
  1 urinal, 1800mm long
  5 stainless steel basins w/ flick mixer (cold 

only) and 250mm acrylic

Splashback:

  5 mirrors 450 x 600
  1 extraction fan

Exterior:

  Trimdeck® roof cladding (Surfmist)
  CCS Mesa cladding to exterior walls (Merino)
  R1.5 glasswool batts (ceiling)

Interior:

  Pre-finished polyester plywood linings to ceilings 
(Mirage Pearl)

  Pre-finished polyester plywood linings to walls (White 
Smoke)

  Non slip vinyl floor coverings (Sand Grey)
  100mm non slip vinyl skirtings
  D Mould cornice throughout

STANDARD INCLUSIONS: STANDARD FINISHES:

TOILET MALE 
6.0 X 3.0

13 62 11
ausco.com.au

TM6030-B



OTHER DESIGN OPTIONS

6.0 X 3.0TOILET MALE 

13 62 11
ausco.com.au

1m

At Ausco, we understand that you may want to tailor your building to the 
unique needs of your business.  For information about structural, complexing 
and design options available (including finishes, fixtures, fittings and cladding 
options) for this building, please contact your local Ausco representative.
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• Wall/Ceiling/Roof frames built to Ausco

Backbone framing design standards.
• Building chassis designed to Ausco

Standard Chassis drawings.
• All work must be done in accordance with

the relevant Australian/New Zealand
Standard(s) and the National Construction
Code.

• Furniture, plumbing, & electrical
representations are indicative. Appearance
may vary depending on supplier.

• Loose items to be packed for transport.
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Item Schedule
Tag Description Qty.

Casework
CW01 Partition, sanitary, 1550 x 900 (internal), full height 5

Electrical Equipment
EE01 Power entry box 1

1lanretnI ,eloP 21 ,ertneC daoL20EE

Electrical Fixtures
1elop elgnis ,yaw 1 ,gnag 1 ,hctiwS10FE
2elop elgnis ,A01 ,gnag 2 ,OPG20FE

Furniture
5)emorhC( redloH lloR telioT10NF

FN02 Mirror, 450 x 600 5

Lighting Fixtures
2w83 ,nettaB DEL ,thgiL10FL

Mechanical Equipment
1051x051 ,naf noitcartxE10EM

Plumbing Fixtures
5)anihC suoertiV( etiuS telioT10LP

PL02 Basin (Stainless Steel) w/250mm Acrylic Splashback 5
1roolf hguorht ,mm08 ,etsaw roolF30LP

PL04 Urinal Cistern 1
PL05 Urinal, 1800mm long 1

5ylno dloc ,nisab ,reximkcilF60LP
PL07 Water Inlet with non-removable inline strainer 1

Structural Framing
BM01 150UB14 Chassis Bearers, painted Black 2

Manufacturing - Floor

Tag Type
Frame
Crs. Pan Material Insulation

FL01 Plywood, 15mm, F11 flooring grade,
LC75 joists

480 - -

Manufacturing - Roof

Tag Frame
Frame
Crs. Cladding Lining Insulation

RF01 Engineered steel
frame purlins,
75mm, "Lipped C"
section

Trimdek
(Zincalume)

- -

Manufacturing - Rooms
ecinroCgnitrikSgnirevoC roolF.mirePaerAemaN

Toilet 16.49 m² 17.32 m 2mm Non Slip Vinyl (Sand Grey) 100mm Non Slip Vinyl Coving (Sand Grey) D Mould Black

Manufacturing - Trims (General)
Description

CCS pre-finished barge (Night Sky)

Manufacturing - Trims (Wall)
Description

40 x 40mm eave flashing (Night Sky)
External corner flashing, 60x60, to match cladding
colour

Manufacturing - Walls

Tag Frame
Frame
Crs. Cladding Lining Insulation

WL01 Engineered steel
frame, 75mm,
"Lipped C" section

400 CCS Mesa
(Merino)

Pre-finished
plywood, 3.6mm,
H-mould (White
Smoke)

-

Manufacturing - Ceiling

Tag Frame
Frame
Crs. Lining Insulation

CL01 Engineered steel
frame, 75mm
"Lipped C" section

400 Pre-finished plywood, 3.6mm, H-mould
(Mirage Pearl)

R1.5 glasswool
batts

Manufacturing - Doors

Tag Qty. Style/Type
Size Frame

Type
Frame
Finish Leaf AccessoriesLeaf 1 Leaf 2 H

D1 1 Swing Door 886 0 2040 Metal w/
Aluminium

trims

Black Plain Metal
CCS(Merino)

Lever Entrance Set (Satin
Chrome)

Manufacturing - Windows

Tag Qty. Style/Type
Size Frame

Type
Frame
Finish Glazing AccessoriesH W Head

W1 6 Half Slider Window 350 755 2300 Aluminium Black Obscured Fibreglass Mesh Aluminium
Flyscreen (Black)
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